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1. General Instructions

Safety concept

e Do not scratch or hit optical surfaces of the micro-prisms onto
components or other hard objects on PCBs! This precaution is
important especially when you move down the BGA inspection
microscope next to the BGA component.

e Never knock or drop the digital microscope or lenses.
o Keep the equipment clean.

e Keep the equipment away from direct sun-light, heat and high
humidity.

e Protect your BGA inspection system from fumes, acids and from
alkaline, caustic, or corrosive materials. Keep chemicals away fromthe
instruments

e Store digital microscope, lenses and background lights inside supplied
aluminium case when not used for a long time.

e Put a dust cover over the equipment when not in use.

e Only use accessories provided or approved by Inspectis.

Cleaning

e Use lens cleaning tissue or soft cotton swaps damped with pure
Ethanol or Isopropyl alcohol for cleaning optical surfaces of the device.

e Use soft micro fibre tissue damped in warm water for cleaning metallic
or plastic part of the equipment.

e Never use Acetone or other similar solvents for cleaning.

e Do notuse any unsuitable cleaning agents or chemicals for cleaning
the equipment.



This equipment is a precision optical device and

shall be handled with great care!

Be careful not to scratch or hit front edge of the side

£ =\ viewing micro prisms onto hard objects!

ESD Protection
e Use the equipment on ESD protected bench with GND connection.

e Attach matt of the XY-precision table to GND by supplied GND cable
for ESD protection.

e Attach Fibreoptics Brush-light to GND by supplied GND cable. Doing
this will also connect Digital Microscope, lenses and Stand to GND for

ESD protection.

Servicing

e Repairs may only be carried out by Inspectis or Inspectis-trained
service technicians.

e Only original Inspectis spare parts may be used.

Responsibilitiesof person in charge of the instrument

e Make sure the equipment is operated and maintained by authorized
and trained personnel only.



2. Symbols Used

Warning, Safety hazard!

/9% Thissymbol indicates especially important information that is
= % mandatory to read and observe.

L&

Failure to comply can cause the following:

e Hazards to personnel
e Functional disturbances or damaged instruments

Warning of hazardous electrical voltage

=

Never open power the device or its components as you could
otherwise risk physical injury or damage.

Failure to comply can cause the following:

e Hazards to personnel
e Functional disturbances or damaged instruments

Dangerous optical radiation.

This symbolwarns against directly looking into the LED beam of the
ilumination equipment — either with or without optical instruments.

F el TR

Failure to observe this notice poses a risk of eye damage

Important information

& | Thissymbol indicates additional information or explanations that
| | are intended to provide clarity.



3. Safety Instructions

Intended use

Inspectis BGA Inspection system is an optical instrument which uses side
view microscopes optics and digital image sensor for visualization of objects,
their details, and specimens.

This equipment is intended for optical visual inspection of electronic
components and PCBs together with a computer within industrial
applications.

Non-intended use

e The Inspectis BGA inspection system and its components shall never
be used for medical and/or in vitro diagnostics (IVD) applications.

e |nspectis or its authorised reseller must be consulted whenever the
instrument is altered, modified, or used together with non-Inspectis
components that are outside of the scope of this manual!

e Unauthorised alteration of the instrument or non-compliant use voids
all rights to any warranty claims.

Transport

e Use the supplied aluminium case for shipping or transporting the BGA
digital microscope and accessories.

e |If equipment needs to be shipped to different locations frequently,
order and use the Inspectis Flight Case with foam inlay for BGA
inspection system.

e To preventdamage during transportation, disassemble sub-systems

according to this User Manual and pack them separately in supplied
Aluminium Case or optional Flight Case.



Integration in third-party products

Consult Inspectis or authorised Inspectis reseller if you intend to integrate
the equipment in third-party products.

Health risks

lllumination system of the equipmentis in risk group 2 according to EN
62471:2008 when used according to its intended use.

CAUTION

LED Radiation.
DO NOT STARE
INTO BEAM.

Class 2 LED product.

Never look directly into the LED beam of the illumination equipment — either
with or without optical instruments. Failure to observe this notice poses a risk
of eye damage.

Declaration of Conformity and applied standards
2001/95/EC General product safety

2014/30/EU Electromagnetic compatibility (EMC)
2011/65/EU Restriction of hazardous substances (RoHS)

Emission: EN 55022:2010 class A, EN 61000-6-4:2001
Immunity: EN 61000-4-2, -3, -4, -6
Environmental: EN IEC 63000:2016

This equipment complies with the protection requirements of the above
directives.



4. Introduction

Congratulations!

Congratulations on purchasing the Inspectis BGA digital inspection system.
The special design of this equipment makes it a flexible and easy-to-operate
tool for fast and flexible inspection, measurement, and documentation of
hidden solder joints of BGA, uBGA. FipChip, CSP, CGA as well as other
SMD components.

High-resolution display on the computer screen

The Inspectis BGA digital inspection system is connected to a computer via
an integrated high-speed USB3.0 output. The microscope image is viewed in
INSPECTISO software and shown on the computer monitor.

High resolution optics coupled with the built-in high-power lighting system
and fast USB3.0 camera interface, produces clear, crisp and high frame-rate
real-time video of the inspection objects.

INSPECTISO for BGA software

Powerful image view, capture and metrology software, specially designed for
Inspectis range of Digital Microscopes. With a logical layout and graphical
icons for each function, you can quickly become familiar with the software,
saving time during inspection and measurement routines and reducing the
need for training sessions.

User-friendly in all detail

Like every digital camera, the Leica DVM6's integrated camera reacts
differently to different light sources. However, the white balance is

matched to LED illumination from Leica at the factory. This means that if you
use a Leica LED illumination, you automatically obtain the best

results! The Leica DVM6 and its integrated light sources, i.e. LED ring light
illumination and coaxial illumination, are factory-setto ensure you receive
the best results automatically.



5. Itemsincluded when you order System Basics, BGA-001.:

Your standard BGA-001 “Side-view BGA Inspection System Basics” delivers with the
followingitems:

No.

A W DN P
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ltem Name
Digital Microscope, 5SMP, USB3.0

Interchangeable 90° side-view BGAinspectionlens
Fiber Optics Background lllumination Unit with High-power LED lightsource

Inspectis Stand with Rack&Pinion, softtouch and pivoting bracketfor BGA microscope,
standard size

Magnetic pegs (4x kit)
INSPECTIS®© Basics BGA Inspection software
Aluminum Carrying Case

Annual Service and Supportfor INSPECTIS software (one year)
Instructions Manual and other documents

One-year “Service and Supportfor INSPECTIS software” is already included inyour system. For
software suppornand future updates after firstyear, please sign and returnthe “Annual Service
and Support Agreement” to info@inspect-is.com or to the authorised Inspectisreseller.
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6. Items included when you order System ProX, BGA-002:

Your standard BGA-002 “Side-view BGA Inspection System ProX” delivers with the
followingitems:

Z
o

© 00N O O WDN B

ltem Name
Digital Microscope, 5SMP, USB3.0

Interchangeable 90° side-view BGAinspectionlens

Interchangeable 8-80x top-view varifocal lens

Calibration Micrometer Scale for BGA

Microprism Background Illlumination Unitwith LED light source

Fiber Optics Background lllumination Unit with High-power LED light source

Stand with Rack&Pinion, soft-touch and pivoting bracket for BGA microscope, standard size
Precision XY-stage with antistatic matand magneticpegs

USB Footswitchfor INSPECTIS®© Software, 1-pedal

10 INSPECTIS® ProX BGA Inspection software

11 Aluminum Carrying Case

- Annual Service and Supportfor INSPECTIS software (one year)
Instructions Manual and other documents

One-year “Service and Supportfor INSPECTIS software” is already included inyour system. For
software supportand future updates after firstyear, please signand returnthe “Annual Service
and Support Agreement” to info@inspect-is.com or to the authorised Inspectisreseller.

6 5 1 3
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7. System Overview

Inspectis BGA Inspection System includes a hand-held Digital Microscope with USB3.0
interface equipped and a detachable side-view BGA lens. BGA lens can be switched with
8-80xlens fortop-view inspection of other components and solders on PCB.

Digital Microscope with Side-view Lens

Image capture Switch — On/Offindication LED

Zoom & Focusing ring

— Illumination On/Off switch

USB3.0 A-type Male

Detachable optical probe

Detachable side-view BGA lens S
with built-in LED light

Threaded hole for Stand (UNC ¥4 -20)

Digital Microscope with Top-view Lens

Zoom & Focusing ring

Detachable top-viewlens S
with built-in LED light

11



Stand
Digital Microscope can operate hand-held butrecommends to be mounted on provided

stand containing rack&pinion axial movement, soft-touch mechanism and pivoting
bracket.

Rack&Pinon for precise coarse/fine

Soft-touch mechanism for protecting ) ] o )
axial alignment of digital microscope

PCB and optical probe of BGA lens

INSPECTIS
software

Stop-ring

Antistatic matt and magnetic pegs  * 90° pivoting bracket

Precision XY-Stage

For stable holding of PCB and accurate displacementof the BGA package under
inspection a precision XY-stage with antistatic matand magnetic pegsis provided. XY-
stage is simply puton the baseplate of stand. Travel range of the XY movementis 50mm.

Micrometre drive Antistatic matt and magnetic pegs

12



[llumination system
Side-view BGA lens has a built-inincidentlighting system for illumination of firstrow of
BGA solder balls. Lightintensity level of the incidentlightis fix and cannotbe changed.

Incident illumination with

Light spots llluminating built-in LED light sources

first row of BGA bumps

For lighting to image other rows of solder bumps underneath BGA componenttwo
differenttransmitted background illumination systems are provided.

Fiberoptics brush-lightback-ground lighton flexible goose-neck arm:

-

EL Flexible goose-neck

%‘-—uf'_ Fiberoptics brush-light with
high-power LED light source

for transmitted background
illumination

Rail for alignment of microprism
behind BGA package

Optical probe of BGA lens ¥ _ ——=———— Microprism light with LED light
including microprisms v e - source for transmitted

background illumination

Lightintensity level of both Fiberoptics brush-lightand Microprism light can be adjusted.
13



Computerinterface
Digital microscope is connected to USB3.0 port of a computer. To stream the live video
into the computer, device drivers of the digital microscope shall be installed on computer.

Software

Forimage view, capture, analysis, measurementand reporting, INSPECTIS®© Basics or ProX
BGA Inspectionsoftwareis provided depending onyour order.

BRERD L -1~ ]
GECOEEIRENEE | @

Foot switch and Calibration scale
A footswitch for hand-free image capture and a micrometer scale for calibration of magnifications
are also provided together with ProX system.

—

Foot switch is plugged into the USB port of computer and automatically recognized by the
Inspectis software.

14



8. Installation/Assembly

Mounting BGA lens or 8-80x lens on Digital Microscope
Digital microscope is normally delivered with BGA lens attached.

If not, align the lens and gently push it onto the digital microscope to click!

Side-view BGA lens Digital Microscope
.rl 7 -
_:

ey

Top-view 8-80x lens Digital Microscope

Grip the lensand pullit back gently to detach from digital microscope.

o Be careful 4x electric connection pinsonthe lensis aligned to the mating holes
l before pushing the lens onto the digital microscope.

[ . . o .
l Always keep the lensesinto their box inside aluminum case.

15



Mounting Stand and XY-Stage

1. Assemble vertical postand tighten itby provided countersunk M6 screw.
2. InsertStop-ringand fix itatapproximately middle of the vertical post.

3. Insertcourse/fine Rack&Pinion unitand secureitproperly.
4

Place magnetic pegsin theirslots on base-plat of Stand.

e %) Assembled Stand

5. Place the magnetic pegs on XY-Stageifyouare using this device.

6. Attach the provided GND cableto XY-Stage and to the GND connection pointofthe
working benchfor best ESD protection.

Make sure the stop-ring (2) is at rightvertical position and tightened well to
protect digital microscope and BGA lens from unintended falling onto the PCB.

16



Mounting Digital Microscopeon Stand

1. Make sure Rack&Pinon unitis secured properly and the Stop-ringis tightened atright height.
2. Align side-wings ofthe BGAlens to the stand bracketand insertit.

3. Tighten the wing-screw to secure Digital Microscope.

5 O

e | - . .
- Make sure digital microscope can be freely moved up approximately 2mm by
l the spring loaded soft-touch mechanism.

17



Mounting Fibreoptics background light with gooseneck
1. PositionFiberoptics brush lightdevice on pivoting bracket of Stand as shown below.

2. Secure itby theknob-screw.
3. Attach USB cableto the computer for power. USB2.0or USB3.0 A-typeinput.

4. Attach GND cableto the GND connection pointofthe working benchfor ESD protection.

BGA lensand its optical probe will also be electrically connected to Earth via
GND cable of the fibreoptics background light.

Don’tlook directlyintothe LED beam of the illumination equipment — either with or
without opticalinstruments.

18



Mounting Microprism background light with rails

1. Slidershaftofthe Microprism background lightis normally pre-mounded on pivoting bracket of
the Stand. If shaftis notmounted, attach itto the bracketby inserting the circular pinand

tighten itby provided HEX screw as shown below.

2. Insertthen Microprism background light onto the shaftand fixed it by tightening thumb-screw.

3. Attach its power cable to DC-output ofthe Brush-light controller unit.

. Intensity level of the Microprism background lightis controlled by dimmer
l control knob.

19



9. Instrument Setup

Installing device drivers on computer

To install Device Drivers of Digital Microscope, run the installation file on provided

flash memory stick.

1. Select “Digital Microscope Device Drivers 2.8.5" folder and run drvinstaller.exe
2. Attach Digital Microscope to afree USB3.0 portofyour computer.

3. Followon-screen instructionto complete the installation.

Make sure digital microscope is attached to USB3.0 or USB3.1 port of the
computer. Connecting to USB2.0 port will cause low frame rate and
malfunction of the device.

Installing INSPECTIS software on computer

To install INSPECTIS software run the installation file (Inspectis V6.x Setup) on
provided flash memory stick.

> Installation shall be done with full administration privileges.
M You mightneedto disable antivirus system of your computertemporary
during the installation.

20



Running INSPECTIS for the First Time

1. Beforelaunching INSPECTIS software please make sure the Digital
Microscope is connected to the computer.

2. For INSPECTIS ProX, insert the software protection dongle into a free USB

port on computer. The protection dongle will be found inside the productbox.

3. Clickon INSPECTIS shortcut on the desktop or from Windows main menu to
run INSPECTIS software.

4. Selectlanguage from the list.
5. From the "Software Version" selection window, select:

e "INSPECTIS ProX"if a full license has been ordered System ProX BGA-002 with
the software protection USB dongle. All software functionswillbe enabled.

e “INSPECTIS Basics”ifyouhave ordered System Basics BGA-001.

6. Fill inlicense number (foundinthe package) andthe other requested

information.

7. Software will automatically detectand selectthe installed INSPECTIS device.

PLEASE READ THE LICENSE AGREEMENT CAREFULLY before
using INSPECTIS software.

2T,
L

> You are allowed to install INSPECTIS software on 3 individual
‘ | computers according to license agreement.

21



Digital Microscope Device Settings

pre
1. CIickLO"H to show the Device Settings group.

2. To select Digital Microscope from the list of available devices, clickmunder Device
Settings group and select “Inspectis5MP Camera”.

e
3. To automatically selectyourdevice, click A under Device Settings group. Software
will search for Inspectis devices and select “Inspectis 5MP Camera” accordingly.

4. To restart your device while software is running, press F12 on your computer
keyboard.

‘ ]
l INSPECTIS software shows the device names accordingly on the status bar.

m—

i For more information on how to use INSPECTIS, please referto User's manual

of the software.

22



10. Troubleshooting

No live image on computer

Make sure you have installed Digital Microscope device drivers. Drivers can be found on
provided USB flash memory.

Image is too bright or too dark

Select one of the pre-defined camera setupsnnnu and/or adjustimage
Brightness and/or Target value for Exposure time.

Image is out of focus
Adjust focus by turning focusing ring of the BGA lens (or the 8-80xlens).

Image is blurry
Make sure optical surface of microprisms on BGA lens are clean. Wipe the surface using
cotton swaps damped in pure alcohol.

Make sure edge of the middle microprismis notchipped or damaged.

23



11. System requirement

Component | Minimum specification
CPU Intel Core i5
Recommended: Corei7,CPU @ 3.3 GHz or faster

Operating Windows 7/8.1/10
System (x64 version Professional, Enterprise)
Memory 8 GB or higher of RAM
Hard disk 200 GB of Free Space

, Laptop:15.6”/ 1920 x 1080 (Full HD)
Display PC: 24"-27"/ 3840 x 2160 (4K)
Port One USB 3.0 port

orts Two USB 2.0 port

Recommended computers by Inspectis:

- Station: HP Workstation Z2, Intel Core i7, 16 GB
- Laptop: HP ProBook, Intel Corei7, 15.6”, 8 GB, Full HD

All rightsreserved. The information contained herein isdesignedonly for use with Inspectis AB’s systems.
Inspectis AB is not responsible for any use of thisinformation for other purposes. Inspectis ABs shall not be
liable to the purchaser of this product or third parties for damages, losses, costs or expenses incurred by
the purchaser or third parties as result of: accident, misuses or abuse of this product or unauthorized
modifications, repairs or alternations to this product, or failure to strictly comply with Inspectis AB’s
operating and maintenance instructions. Inspectis AB shall not be liable for any damages or problems arising
from the use of any options or any products other than those designatedas original Inspectis AB products
or products by Inspectis AB. Inspectis AB shall not be held liable for any damages resulting from
electromagnetic interference that occurs from the use of any interface cables or devises other than those
provided by or designated as Inspectis AB-approved Products by Inspectis AB.

INSPECTIS

Email: info@inspectis.com

Web: www.inspect-is.com
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